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Note Always attach the power cord plug to the power supply, before insertingSystem
RequirementsDLink DIR600 User ManualFeaturesThis capability allows users to participate in
realtime activities online, such asUSB and Cardbus adapters.Domain Name.Configure your router to
your specific settings within minutes. Network conditions andEnvironmentalDLink DIR600 User
ManualHardware Overview. Connections. Pressing the Reset Button restoresReceptor for the Power
Adapter. LAN Ports. Connect Ethernet devices such asDLink DIR600 User ManualCable or DSL
modem.Hardware Overview. LEDsPower LED. A solid light indicates a properDLink DIR600 User
ManualLocal Network LEDs. A solid light indicates a connection to an. Ethernetenabled computer on
ports 14. This LED blinks during data transmission.Installation. This section will walk you through
the installation process. Placement of the router is very important. Do not place theBefore you
Begin. Please configure the router with the computer that was last connected directly to your
modem. Also, you can only useIf you were using the USB connection before using the router, then
you must turn offIf you have DSL and are connecting via PPPoE, make sure you disable or uninstall
any PPPoE software such as. WinPoet, Broadjump, or Ethernet 300 from your computer or you will
not be able to connect to the Internet. DLink DIR600 User ManualWireless Installation
Considerations. The DLink wireless router lets you access your network using a wireless connection
from virtually anywhere withinKeep in mind, however, that the number, thickness and location
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ofTypical ranges varyA wall that is 1.5 feet thick .5 meters, at aAt a 2degree angle it looks over 42
feetA solid metal door or aluminum studs may have a negative effect onMaterials and objects such
as glass, steel, metal, walls with insulation, waterThe base transmitsDLink DIR600 User ManualWall
Mounting Your Device.http://www.easyarea.com/admin/images/caldaia-junkers-manuale-d-uso.xml

You can mount the DIR600 to a wall or a partition for easy and convenient placement of your device.
To wall mount your device. A. Screw the provided screws with the equipment to the wall or partition
where the device to be placed. B. Place the mounting holes on the bottom of the device over the
screws to mount it to the wall or partition. C. Connect your cables to the device. Step A. Step B. Step
CDo not plug the power adapter into the router.WAN port on the router.Plug the other end into the
Ethernet port onWait for the modem to boot about 30 seconds.Wait about 30 seconds for the
routerThe power light, WAN light, and the LAN light the port that your computer isIf not, make sure
your computer, modem, and router are powered on and verify the cableDLink DIR600 User
ManualConnect to Another RouterThe LAN ports on the router cannotTo connect to another router,
please follow the steps belowConnect one of your computers to the router LAN port using an
Ethernet cable. Make sure your IP address on the computer is 192.168.0.xxx where xxx is between 2
and 254. Please see the. Networking Basics section for more information. If you need to change the
settings, write down your existing settingsIn most cases, your computer should be set to receive an
IP address automatically inWhen the login window appears, set the userClick OK to
continue.Uncheck the Enable UPnP checkbox. Click Save SettingsUncheck the Enable DHCP Server
server checkbox. Click Save. Settings to continue.Click Save Settings toDLink DIR600 User
ManualDo not plugTo configure yourRefer to the ConfigurationDLink DIR600 User
ManualConfiguration. This section will show you how to configure your new DLink wireless router
using the webbased configurationWebbased Configuration Utility. To access the configuration
utility, open a webbrowserEnter the user name admin and your password. LeaveIf you get a Page
Cannot be Displayed error, pleaseDLink DIR600 User ManualSetup Wizard. You may run the setup
wizard from the opening.

Internet Setup window to quickly set up your router. Click Internet Connection Setup Wizard, you
willClick Next to continue. Create a new password and then click Next toDLink DIR600 User
ManualSelect your time zone and NTPserver from the dropdown menuSelect the type of Internet
connection you use and then click NextIf you selected Dynamic, you may need to enter the MAC
address of theIf you are currentlyNext to continue. The Host Name is optional but may be required
by some ISPs. The defaultDLink DIR600 User ManualIf you selected PPPoE, enter your PPPoE
username and password. Click. Next to continue. Select Static if your ISP assigned you the IP
address, subnet mask,Note Make sure to remove your PPPoE software from your computer. TheIf
you selected PPTP, enter your PPTP username and password. Click. If you selected L2TP, enter your
L2TP username and password. Click NextDLink DIR600 User ManualIf you selected Static, enter
your network settings supplied by your InternetClick Connect to save your settings. Please allow 12
minutes for rebooting. When the router has finishedDLink DIR600 User ManualInternet Setup.
Static assigned by ISP. Select Static IP Address if all WAN IP information is provided to you by your
ISP. You will need to enter in the IP address, subnet mask,Each IP address entered in the fields must
be in the appropriate IPIP Address Enter the IP address assigned by your ISP. Subnet Mask Enter
the Subnet Mask assigned by your ISP. ISP Gateway Enter the Gateway assigned by your ISP.
Address. MAC Address The default MAC Address is set to the WAN’s physicalClone MAC The default
MAC address is set to the WAN’s physical. Address interface MAC address on the Broadband Router.
YouMAC address unless required by your ISP. Primary DNS Enter the Primary DNS server IP
address assigned by your. Address ISP. Secondary DNS This is optional. MTU Maximum
Transmission Unit you may need to change the. MTU for optimal performance with your specific ISP.

http://ninethreefox.com/?q=node/14099

http://www.easyarea.com/admin/images/caldaia-junkers-manuale-d-uso.xml
http://ninethreefox.com/?q=node/14099


1492DLink DIR600 User ManualInternet Setup. Dynamic. To manually set up the Internet
connection, click the Manual Internet Connection Setup button on the Router’sAccess Checking this
box disables NAT and turns the Router into. Point an Access Point only. Mode. Host The Host Name
is optional but may be required by some. Name ISPs. The default host name is the device name of
the. Router and may be changed. Secondary assigned by your ISP.MTU Maximum Transmission Unit
You may need to change the MTU for optimal performance with your specific ISP. DLink DIR600
User ManualInternet Setup. PPPoE. Choose PPPoE Point to Point Protocol over Ethernet if your ISP
uses a PPPoE connection. Your ISP will provideThis option is typically used for DSL services. Make
sure to remove your PPPoEThe software is no longer needed and will not work through a router.
PPPoE Select Dynamic most common or Static. Select Static if your. ISP assigned you the IP
address, subnet mask, gateway, and. DNS server addresses. User Name Enter your PPPoE user
name. Password Enter your PPPoE password and then retype the password inService Name Enter
the ISP Service Name optional. IP Address Enter the IP address Static PPPoE only. DNS Enter the
Primary and Secondary DNS Server Addresses Static. Addresses PPPoE only. Maximum Idle Enter a
maximum idle time during which the Internet connection. Time is maintained during inactivity. To
disable this feature,MTU Maximum Transmission Unit You may need to change the. MTU for optimal
performance with your specific ISP. 1492 isConnection Select either Alwayson, Manual, or
Connecton demand. Mode Select. DLink DIR600 User ManualInternet SetupYour ISP will provide
you withThis option is typically used for DSL services. PPTP Select Dynamic most common or Static.
Select Static ifIP Address Enter the IP address Static PPTP only. Subnet Mask Enter the Primary and
Secondary DNS Server AddressesGateway Enter the Gateway IP Address provided by your ISP.
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DNS The DNS server information will be supplied by your ISPServer IP Enter the Server IP provided
by your ISP optional. PPTP Account Enter your PPTP account name. PPTP Password Enter your
PPTP password and then retype the passwordMaximum Idle Enter a maximum idle time during
which the Internet. Time connection is maintained during inactivity. To disable thisMTU Maximum
Transmission Unit You may need to change the. MTU for optimal performance. Connect Mode Select
either Alwayson, Manual, or Connecton demand. DLink DIR600 User ManualInternet SetupYour ISP
will provide you with aThis option is typically used for DSL services. L2TP Select Dynamic most
common or Static. Select StaticIP Address Enter the IP address Static L2TP only. L2TP Account
Enter your L2TP account name. L2TP Enter your L2TP password and then retype the password.
Password in the next box. Maximum Idle Enter a maximum idle time during which the Internet. MTU
for optimal performance with your specific ISP. Dual Access for Russia only. There are two main
steps to configure a Dual Access Internet connection for Russia. First, configure a PPPoE connection
as previouslySecond, configure a PPTP connectionIn addition, the second step also includes an
option to use a MAC address that will alwaysThe MAC address is entered manually or copied from
the computer. DLink DIR600 User ManualWireless Setup. Wireless settings for the router may be
configuredTo use the wizard,To configure the wireless settings manually, clickThe parameters for
this window are described laterClick Next to continue. Enter a Wireless Network Name in the
textbox, whichDLink DIR600 User ManualEnter a Wireless Security Password in the textbox and
then click. This window displays a summary of your wireless security settings. Please print this out
or record this information in a safe place andThe Router will save your new settings and reboot.
When it is finishedDLink DIR600 User ManualWiFi To implement WiFi protection, or WCN 2.

http://oficinasdeteatro.com/images/Difco-Manual-Of-Microbiological-Culture-Media.pdf

0, tick the Enable. Protected checkbox, click either Generate New PIN or Reset PIN to. Setup
Default, and then configure the WiFi settings below. PleaseVista section later in this manual for
detailed configurationEnable Check the box to enable the wireless function. If you do. Wireless not
want to use wireless, uncheck the box to disable all theWireless Service Set Identifier SSID is the
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name of your wireless. Network Name network. Create a name using up to 32 characters. The. SSID
is casesensitive. Enable Indicates the channel setting for the DIR600. By default. Wireless the
channel is set to 6. The Channel can be changed to. Channel fit the channel setting for an existing
wireless network orThe Auto Channel. Selection setting can be selected to allow the DIR600
toTransmission Use the dropdown menu to select the appropriate Transmission Rate in Mbits per
second. Many users will want to use the. Rate default setting, Best automatic. WMM Enable Enable
WiFi Multimedia to enjoy basic quality of service features. WMM prioritizes traffic according to four
access categoriesEnable Hidden Check this option if you would not like the SSID of your wireless
network to be broadcasted by the DIR600. If this option is. Wireless checked, the SSID of the
DIR600 will not be seen by Site Survey utilities so your wireless clients will have to know the
SSIDDLink DIR600 User ManualTo enable WEP, select Enable WEP Wireless. Security basic.Make
sure youYou may enter up to four different keys either using. Hex or ASCII. Hex is recommended
letters AF andIn ASCII all numbers andDLink DIR600 User ManualRouter before your wireless
network adapters. Please establishYour wirelessWPA2 whichever of the three options you haveDLink
DIR600 User ManualWireless Security enhanced.Auto.RADIUS server. 1812 is the default port.IP
address, port, and secret key.DLink DIR600 User ManualLAN Setup. This section will allow you to
change the local network settings of the router and to configure the DHCP settings.

Router IP Enter the IP address of the router. The default. Address IP address is 192.168.0.1. If you
change the IP address, once you click. Apply, you will need to enter the new IP addressDefault
Subnet Enter the Subnet Mask. The default subnet mask. Mask is 255.255.255.0. Local Domain
Enter the Domain name Optional. Name. Enable DNS Check the box to transfer the DNS server.
Relay information from your ISP to your computers. IfRefer to the next page for DHCP information.
DLink DIR600 User ManualDHCP Server Settings. DHCP stands for Dynamic Host Control Protocol.
The DIR600 has a builtin DHCP server. The DHCP. Server will automatically assign an IP address to
theAutomatically.” When you turn your computersThe DHCP ServerIP address pool. Enable DHCP
Check the box to enable the DHCP server on. Server your router. Uncheck to disable this function.
DHCP IP Enter the starting and ending IP addresses for. Address Range the DHCP server’s IP
assignment. DHCP Lease The length of time for the IP address lease. Time Enter the Lease time in
minutes. DLink DIR600 User ManualTime and Date. This section will allow you to configure, update,
and maintain the correct time on the internal system clock. Time Select the Time Zone from the
dropdown. Zone menu. Enable Ticking this checkbox enables Daylight Saving. Daylight time. Click
Sync. your computer’s time. Saving settings to copy your PC’s time settings. NTP Tick the
“Automatically synchronize with. Server DLink’s Internet time server” checkbox and. Used then use
the dropdown menu to select an NTP. Server. NTP is short for Network Time Protocol. NTP
synchronizes computer clock times in aManual To manually input the time, enter the valuesMinute,
and Second. Click Save Settings. DLink DIR600 User ManualParental Control. This feature allows
you to create a list of websites that you want to either allow or deny users access. Configure Select
Turn Parental Control OFF, Turn Parental. Parental Control ON and ALLOW computers access to.

Control ONLY these sites, or Turn Parental Control ONWebsite URL Enter the keywords or URLs
that you want toSchedule The schedule of time when the parental controlThe schedule may be
setYou can create yourDLink DIR600 User ManualPort Forwarding. This will allow you to open a
single port or a range of ports. Rule Check the box to enabled the rule. Name Enter a name for the
rule. IP Address Enter the IP address of the computer on your localEnd Port you want to open one
port, enter the same port inTraffic Type Select TCP, UDP, or Any. DLink DIR600 User
ManualApplication Rules. Some applications require multiple connections, such as Internet gaming,
video conferencing, Internet telephony andSpecial ApplicationsRule Check the box to enable the
rule. Trigger Port This is the port used to trigger the application. ItThis is the port number on the
WAN side that. Firewall Port will be used to access the application. You mayTraffic Type. Select
TCP, UDP, or Any. DLink DIR600 User ManualQoS Engine. The QoS Engine option helps improve



your network gaming performance by prioritizing applications. By default the. QoS Engine settings
are disabled and application priority is not classified automatically. Enable QOS This option is
disabled by default. Enable thisAutomatic. Uplink Speed This option is enabled by default when the
QoS. Engine option is enabled. This option will allowMeasured speed of your Internet connection.
Uplink Speed. The speed at which data can be transferred fromThis is determined by
yourAlternatively youConnection as www.dslreports.com. TypeDetected xDSL or Frame Relay
Network. If you have an unusual network connection in which you are actuallyChoosing xDSL or
Other Frame Relay. Network causes the measured uplink speed to be reported slightly lower than
before on such connections. Detected but gives much better results.When Connection Type is set to
automatic, the automatically detected connection type is displayed here. DLink DIR600 User
ManualMAC Filter.

Use MAC Media Access Control Filters to allow or deny LAN Local Area Network computers by their
MAC addressesYou can either manually add a MAC address or select the MAC address from the list
ofConfigure MAC Select Turn MAC Filtering OFF, Turn MAC Filtering. Filter ON and ALLOW
computers listed to access theMAC Address Enter the MAC address you would like to filter. To find
the MAC address on a computer, pleaseDHCP Client Select a DHCP client from the dropdown menu
and. List click the arrow to copy that MAC Address. Schedule The schedule of time when the
network filter willDLink DIR600 User ManualThis section will allow you to set up a DMZ host and to
set up firewall rules. If you have a client PC that cannot run Internet applications properly from
behind the DIR600, then you can set theIt allows a computer to be exposed to the Internet. This
feature is useful forAdding a client to the DMZEnable SPI Check this to enable SPI. Enable DMZ
Check this box to enable DMZ. Host. DMZ IP Enter the IP address of the computer you would.
Address like to open all ports to. Name Choose a name for the firewall rule. Action Select to Allow or
Deny transport of the data packetsSchedule Click New Schedule to access the SchedulesIP Address.
Enter a beginning and ending IP address. Protocol. Select the transport protocol that will be used
forPort Range. Enter the desired port range for the filter rule. DLink DIR600 User ManualAdvanced
Wireless. This window allows you to change the behavior of the 802.11g wireless radio from the
standard settings. Please be aware thatTransmit Power Set the transmit power of the antennas.
Beacon interval Beacons are packets sent by an Access Point to synchronize a wirelessRTS
Threshold This value should remain at its default setting of 2346.

If inconsistent dataFragmentation The fragmentation threshold, which is specified in bytes,
determines whetherPackets exceeding the 2346 byte setting will beDTIM Interval Delivery Traffic
Indication Message 1 is the default setting. A DTIM is aPreamble Type Select Short or Long
Preamble. The Preamble defines the length of the CRCAuto is the default setting. Note High network
traffic areas should use the shorter preamble type. CTS Mode CTS Clear To Send is a function used
to minimize collisions among wireless devices on a wireless local area networkCTS will add
overhead and may lower wireless through put. None CTS is typically used in a pure 802.11g
environment. If. CTS is set to “None” in a mixed mode environment populated by 802.11b clients,
wireless collisions may occur frequently. Always CTS will always be used to make sure the wireless
LAN is clear before sending data. Auto CTS will monitor the wireless networkMixed 802.11n,
802.11b, and 802.11g Select if you are using a mix of 802.11n, 11g, and 11b wireless clients.This is
the default setting. Short GI Check this box to reduce the guard interval time therefore increasing
the data capacity. However, it’s less reliable and may create higherDLink DIR600 User
ManualAdvanced Network. This window allows you to change the LAN settings. Please be aware
that any changes to the factory default settingsUPNP providesEnable WAN Unchecking the box will
not allow the DIR600 to. Ping Respond respond to Pings.
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