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Stay up to date with Roland news, artists, promotions, events, and more. Provides an overview of key
features, functions and operational tips. The BOSS Worldwide Social Network keeps you connected
to the latest products, exciting events, and much more. Stay up to date with Roland news, artists,
promotions, events, and more. Provides an overview of key features, functions and operational tips.
The BOSS Worldwide Social Network keeps you connected to the latest products, exciting events,
and much more. In no event shall Roland Corporation be liable to endusers for any damages
whatsoever, including but not limited to financial damages for any loss of profits or information
arising from the use of, or inability to use this updater. The foregoing provision is effective even if
Roland Corporation has been advised of the possibility of such damages. Please read carefully the
terms of this License Agreement before installing or using the SOFTWARE. By installing, copying, or
starting the use of the SOFTWARE, you hereby consent to the terms of this License Agreement.Use
of the SOFTWARE shall include loading the SOFTWARE into temporary memory i.e., RAM or
installing the SOFTWARE into storage media i.e., hard disk of the computer on which you will use
the SOFTWARE.Therefore, you must treat the SOFTWARE like any other copyrighted material i.e., a
book or a CD. All rights that are not provided for herein are reserved by Roland.But you may
permanently transfer the SOFTWARE and accompanying printed materials provided you retain no
copies of the Software and recipient agrees to the terms of this License Agreement. If the
SOFTWARE has been updated or upgraded, any transfer of the SOFTWARE must include the most
recent update and all prior versions.You shall not use the remaining forms of media on another
computer.Please read the instructions completely, and please note that you should use the
SOFTWARE AT YOUR OWN RISK.http://dghuji.com/contrec-202d-manual.xml
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In no event shall Roland be liable to endusers for any damages whatsoever, including but not limited
to financial damages for any loss of profits or information arising from the use of, or inability to use
this product. The foregoing provision is effective even if Roland has been advised of the possibility of
such damages. Even if the SOFTWARE has any material, verifiable, and reproducible program
errors, Roland shall have no liability to modify such errors.Upon such termination, you shall
immediately stop using the SOFTWARE.All rights reserved. Additionally, in order to feel assured that
you The manual should be saved and kept on hand as a conve No part of this publication may be
reproduced in any form without the Additionally, in order to feel assured that you have gained a
good grasp of every feature provided by your new unit, Owner’s manual. By connecting any other
expression pedals, you risk causing Text or numerals enclosed Indicate buttons. Utilizing COSM
technology that transcends the realm of mere modeling, these effects achieve sounds with an even
more natural performance feel and richer expressiveness than previous designs. The Use these
buttons to switch effects on or off, or to change display screen on the left side shows the bank
number.For detailed descriptions of operations, refer to the explanations in chapter 1 and after.
Getting Ready Connect the Guitar and Amp 1. Connect the guitar and the guitar amp. Before turning
on the power, confirm the following. This enables use as one of the GT10’s effects. Guitar Amp
Guitar External Effects INPUT. About the Bank and Number Display Choosing a Patch in the Current
Bank The display on the left side shows the bank, and the display on the right side shows the Choose
the patch you want to use by bank and patch
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number.http://eunlocker.com/Images/Editor/contrec-212-user-manual.xml

Working with Effects Using the Pedals The EXP Pedal and the CTL 1 and 2 pedals can be set to use
in switching effects on or off for individual patches, use as a volume pedal, and other such
operations. Access the System Menu Choose the menu item. The setting screen for the selected
screen.Quit the settings. Go back to the previous screen. Example 1 Example 2 Each press this
button switches between Knob View and List View. Only the major parameters are shown in Knob
View, you can adjust the parameters quickly. Let’s try creating sounds using EZ Tone. By connecting
any other expression pedals, you risk CTL 3,4 jack, set the MODE switch and POLARITY switch as
shown below. Once the connections have been completed, turn on power to your various devices in
the order specified. Also, for each parameter, you can change the corresponding assignment at the
SYS KNOB ASSIGN screen p. Move the cursor to OUTPUT.A combination or set of effects together
with a group of parameter settings is called a “patch.” The GT10 can store 400 different patches in
memory, organized by bank and number as shown below. fig.02010 Preset Bank 50 Preset Bank 01.
The bank and number appear in the GT10’s display as shown in the following figure. fig.02040d
Bank Number Bank fig.02050. The EZ TONE EDIT screen appears. P1 knob Adjusts the distortion
DRIVE. P2 knob Adjusts the delay time. You can more precisely create the sounds you want by
editing each of these parameters individually.Select FX CHAIN. The FX CHAIN screen appears. The
icon displayed on the FX CHAIN screen indicates the status as described below. Select the patch you
want to include in a category. Select NAME. The PATCH NAME screen appears. Select a category.
The SYSTEM MENU screen appears. SYSTEM Select CATEGORY NAME. The CATEGORY NAME
screen appears. Select the name of the category you want to edit.

You’ll probably want to take advantage of this feature by assigning names that suggest the sound
you’ll obtain, or the song in which itll be used. Select the patch whose name you want to edit. The
patch previously stored at the write destination will be lost once the write is executed. When no
edits have been made to the currently The PATCH WRITE screen appears. The following explains
how this is done. “Selecting a Tone Patch Change” p. 29 Select the exchange source patch. When
edits have been made to the currently The PATCH COPY screen appears. Since you can use such
stored settings in other patches, just like with the Preset Quick Settings p. 35, storing effects
settings you like ahead of time User Quick Settings is a convenient way to create new patches. The
PATCH COPY screen appears.SYSTEM The SYSTEM MENU screen appears. Select CONTROL. The
CONTROLLER screen appears. Select the SYS KNOB SETTING screen page 1.SYSTEM The SYSTEM
MENU screen appears. Selecting these prepared sample settings Quick Settings lets you choose
optimal values for the related parameters instantly. You can save up to eight separate settings per
patch using Assign numbers 1 through 8 that determine what parameters are controlled by which
controllers. Select ASSIGN. The ASSIGN screen appears.The screen thats shown uses ASSIGN No. 1
as an example. Parameter Explanation Target. Target FX1UVRate Src Mode Moment Min ActRngLo
Max ActRngHi Source EXP1 PEDAL Activating the Virtual Expression Pedal at the Start of
Operations Internal Pedal System The GT10 features a function called Internal Pedal system.
Switching to Manual Mode Press this button several times until the following screen appears. The
MANUAL SETTING screen appears. Select the pedal whose assignment you want to change. You can
switch the following functions in any condition other than the Manual Mode. In this mode, you can
record up to 38 seconds of material recorded in mono and repeatedly play material as a “phrase
loop.
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” As the loop plays, you can overdub new material if desired. You can record a phrase loop with
effects, or you can add effects after a loop has been recorded. For information on the Clear Pdl
parameter, refer to “Clear Pdl Clear Pedal Function” p. 60. When the Clear Pdl parameter is “Clear
Only”. These are used as bank switch pedals. Phrase Loop can be controlled by assigning the Phrase
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Loop feature to any of the CTL pedals 1 through 4 and maintaining the BANK pedals bank switching
function. This is effective when you are connecting a different guitar from the one used when the
patch was created. This is called the “Global function.” With the Global function, you can change
your settings to match those of your equipment and the operating environment, while leaving the
settings in the patches untouched. This is an effective tool when guitars are changed during
performances and for making adjustments in response to noise levels at the performance venue. This
is an overall setting and does not alter the individual patch settings. This is effective for adjusting to
the acoustics of the performance venue. This setting does not affect the individual patch settings.
This has no effect on patches in which the reverb is turned off. SYSTEM The SYSTEM MENU screen
appears.Digital signals are output from the DIGITAL OUT jack on the rear panel. You can connect
this directly to the digital in connector of a digital recorder or other device and record with no
degradation in sound quality. If this occurs, adjust the display contrast. SYSTEM The SYSTEM
MENU screen appears. Select LCD. If the necessary following conditions regarding the effects chain
and effect parameter settings are met, you can then have the decay of reverb, delay, and similar
effects continue on into the next patch after you switch patches. This provides an effect that always
gives you the sound of the same guitar amp regardless of the patches you set.
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When edits have been made to the currently The PATCH COPY screen appears. SYSTEM The
SYSTEM MENU screen appears. Select PLAY OPTION. This makes it easier to locate pedal positions
on stage and in other darkened environments. SYSTEM The SYSTEM MENU screen appears. Select
PLAY OPTION. SYSTEM The SYSTEM MENU screen appears. Select PLAY OPTION. The PLAY
OPTION screen appears. Move the cursor to Dial Func. Select the dial function. If you encounter
problems such as being unable to fully cut off the sound with the volume pedal or being unable to
switch the EXP PEDAL SW, you can use the following procedure to readjust the pedal. Repeat steps
8 and 9 to adjust the Thres parameter so that the EXP PEDAL SW indicator lights up and goes out
with appropriate depres sion force. The sensitivity of the PEDAL SW is calibrated. You can perform
the following operations using MIDI with the Remotely Controlling the GT10 GT10. Using an
External MIDI Device The use of MIDI requires that the MIDI channels of the connected devices
Switching Patch Numbers match. Set them as needed, depending on the intended use. Select MIDI.
Select MIDI. The MIDI MENU screen appears. Select B.DUMP. The BULK DUMP screen appears.
Select the start and end of the data to be transmitted. The following types of data can be
transmitted. This data receiving operation is called a “bulk load.”. Make these settings in accordance
with how you plan to use the GT10. Setting the Digital Audio Signal Input and Output This lets you
adjust the volume level of the digital audio signals output from the GT10 and adjust the amount of
digital audio from USB computer to be mixed in. SYSTEM The SYSTEM MENU screen appears.
Select USB. The USB screen appears. Move the cursor to Dir.Monitor. You can use the GT10 to
apply effects to the audio data played by the computer, then record the data again with the
computer. Use this process when, for example, you want to add effects to existing audio data.
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Their marks are used solely to identify the equipment whose sound is simulated. Loud performances
of heavy riffs. OD1 This is the sound of the BOSS OD1. This is the sound of the BOSS MT2. OD2 This
is a overdrive sound with high gain. Metal Zone. Range JC120 This is the sound of the Roland JC120.
BOSS Drive distortion. Presence This models a Soldano SLO100. SLDN Adjusts the tone for the ultra
high fre This is the typical sound of the eighties. CUSTOM AMP SETTING This is a compact
openback speaker cab 1x10” inet with one 10inch speaker. This is a compact openback speaker cab
Setting available when Type is set to Custom. A parametric type is CUSTOM SPEAKER SETTING
adopted for the highmiddle and lowmiddle range. Setting available when SP Type is set to
Custom.EXP Pedal or the expression pedal connected to the EXP PEDAL 2 jack. BOSS Comp This
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models a BOSS CS3. Threshold This is a compressor that adds an even HiBAND stronger effect in
the high end. Adjust this as appropriate for the input Light This is a compressor with a light effect.
This detects the pitch of an electric guitar and outputs a synthesizer sound.This effect changes the
pitch of the original sound up or down within a range of two octaves.Harmonist is an effect where
the amount of shifting is adjusted according to an analysis of the guitar input, allowing you to create
harmonics based on diatonic scales. This allows you to automatically produce a phrase simply by You
can set the corresponding pitches to be output for each picking a single note. In addition to the 30
different prepared phrases, you can also This effect allows you to perform the melody in the upper
create a your own original phrase User phrases. This models a UniVibe.Range Custom Because of
the need to analyze the pitch, chords two or more sounds played simultaneously cannot be played.
Setting available when Type is set to Custom.

Normally, this is controlled with the EXP Pedal or the The parameter names displayed in Icon View
or at Play screen expression pedal connected to the EXP PEDAL 2 jack. 4 p. This feature is effective
when you Off, On off. This al Patch lows you to use different preamp settings switching specified
effects on and off. Range Example If a patch is switched while the volume is SYS KNOB SETTING
System Knob Setting being controlled with the EXP Pedal, the COMPSustain, COMPAttack, volume
of the subsequent patch will take COMPThreshld, COMPRelease,. You can use a different output set
ting for each individual patch. This uses the system’s Output Select set System ting. If this does not
display. Discover everything Scribd has to offer, including books and audiobooks from major
publishers. Start Free Trial Cancel anytime.Browse Books Site Directory Site Language English
Change Language English Change Language. Trademarks and Copyrights are property of their
respective owners. Login Registration is disabled. We use cookies to ensure that we give you the
best experience on our website. If you continue to use this site we will assume that you are happy
with it. Ok. Our payment security system encrypts your information during transmission. We don’t
share your credit card details with thirdparty sellers, and we don’t sell your information to others.
Please try again.Please try again.Register a free business account This DVD explains everything you
need to know to get up and running quickly. It contains handson demonstrations to help visually
guide you through your new product so you can start making great music. Host David Wills has been
teaching musicians and studio owners for over 20 years and now you can receive that same advice in
the comfort of your own home.If you are a seller for this product, would you like to suggest updates
through seller support Amazon calculates a product’s star ratings based on a machine learned model
instead of a raw data average.

www.telsercom.com/wp-content/plugins/formcraft/file-upload/server/content/files/1626f09a41f7f1---b
osch-router-table-ra1180-manual.pdf

The model takes into account factors including the age of a rating, whether the ratings are from
verified purchasers, and factors that establish reviewer trustworthiness. Please try again later. T.
BOREK 2.0 out of 5 stars It also got me up and running quickly using the presets available for each
effect. Scrolling through and previewing the Chorus presets saved me time tweaking. The EZ Tone
demo is good, although of little value for experienced guitarists who already knowledgeable on
different amp models and types of effects and their common parameters. Kudos the the host, who
comes across as both likable and knowledgeable. At a lower price, they might get their content in
front more users, because everything about the DVD is dated, from the 43 aspect ratio and low
standarddefinition image to the cheesy music.Now most all of it makes sense. Hes a master of
making things look simple and his explanation of the chain of effects was spoton. Note youll need
this WITH the manualit doesnt have everythingbut if you were having trouble grasping how to just
get the basic tones set up and then take it from there, this is what you want. Often times I need to
see something to understand it rather than read itif its the same with you, well, here you go.It is so
easy to follow and it has some great tips and shortcuts that you are going to need with the advanced
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electronics of this guitar pedal effect. I have had mine for more than a year and I still refer back to it
from time to time. Well worth the investment.It helped me out allot. I sold this not to long after I got
this. So Idont knowif they have made one for the new GT.Im using it to understand the Bass version
of the GT10B. Thanks.For the price paid I thought in would go more in depth with the different
features of the unit. I felt that it mostly just helped you develop a custom tone.Sorry, we failed to
record your vote. Please try again. Bom Dia Pessoal. Segue abaixo o Manual em portugues da Boss
GT 10.

BOSS GT10 User Manual. Filetype PDF. Download 2,127 times. The Boss Audio Systems GT10B and
other products you use every day were certainly offered in the manual set. We know from our users
experience that most of people do not really attach importance to these manuals. With our online
resources, you can find boss gt10 user manualor just about any type of ebooks.Download your users
guide BOSS its FREE. Download BOSS GT10B manual for free. The Reader will give you access to
thousands of user guides very simply. Optional commercial offers can be suggested to you during the
installation by Safety Browsing. BOSS GT 10B OWNERS MANUAL Pdf Download. BOSS GT100
Version 2.0 Update Roland U.S. Blog Tue, 11 Mar 2014 235900 GMT Roland Users Group. Read,
watch, listen, and learn about Roland products and the people that use them. New york cattle
auction report, Hot stick inspection guide, Spring mvc form radiobutton, Sample projects in project
management, 7th house publication. Reload to refresh your session. Reload to refresh your session. I
will take this moment to share with you a few of the tips and tricks that can make all the difference
with you tone. The sounds out of this thing straight out of the box are Very good, save the problem
every multieffects unit suffers from from one patch, bank, etc., to the next, the output levels dont
match. Yes, you CAN manually edit each patch through the menus and buttons on the unit, but it is a
TON easier to do it with the software and then save the stuff to a harddrive, thumbdrive, papyrus on
the way out. Pro Manual Boss Gt Pro Manual Yeah, reviewing a book Boss Gt Pro Manual could add
your close associates listings This is just one of the solutions for you to be successful As understood,
endowment does not suggest that you have astonishing points Comprehending as with ease BOSS
GT10 Training Guide Roland BOSS GT10 Training Guide 2 QUICK. Support GT10B Owners Manuals
Owners Manual. CE2W.

The world’s first chorus sounds, reborn with Waza Craft. RC202. Powerful tabletop looping and
multieffects in an ultracompact package. Powered by BOSS custommade newgeneration processor
and proprietary COSM soundmodeling method, the GT10 ushers in a new era of audio quality for
guitarists. BOSS’ legendary knowhow of effects and sound modeling are fully integrated into this
new flagship floorboard multiFX unit. As a result, tone quality is significantly higher, and. Boss GT10
Manuals Manuals and User Guides for Boss GT10. We have 3 Boss GT10 manuals available for free
PDF download Owners Manual, Workshop Manual, Training Manual Boss Gt 10 Manual Mode Boss
Gt 10 Manual Mode Eventually, you will very discover a further experience and ability by spending
more cash.COSM AMP effects processor. Provides an overview of key features, functions and
operational tips. Facebook. BOSS Fan Page. Stay up to date with Roland news, artists, promotions,
events, and more. Boss GT10B Pdf User Manuals. View online or download Boss GT10B Owners
Manual GT10 Music Pedal pdf manual download. I own a GT3 and GT6 now I have the GT10 and am
enjoying the many up dates to this sound machine. There is a steep learning curve with the GT10 but
well worth your time. I would say to anyone who likes the older models.the GT10 the sound will blow
you away. Its also the quitest pedal Ive owned.Support GT10 Owners Manuals Owners Manual.
WAZAAIR. A Revolutionary New Tone Experience for Guitar. SY1000. Soar Into the Infinite i wonder
why collection 10 books i wonder why collection 10 books This bumper collection of factfilled books
will intrigue and entertain children who prefer nonfiction. Includes Fiction and Nonfiction. The
Onion AV Club. The Best Fiction Books of the 2010s. Using Kindle without Amazon account would be
unthinkable for most users who buy Kindle devices in order to access Amazon’s rich ecosystem of
books, music, movies, TV Shows and deals.



Twelve acres were sown during the first year of production. The Hunger Games Book vs Film
Introduction The Hunger Games is a 2008 dystopian novel by the American writer Suzanne Collins.
The easiest way to travel in style, the cable car is located outside the O2 Arena, Greenwich, and
offers spectacular views of the O2, the Olympic Park and London’s skyline. His research is usually
very precise and well referenced, as is the case here. We provide the used car prices of all makes,
models by year and major locations in South Africa. This will be helpful in negotiating the used car
price while buying or selling. Create one here. Being SMD, a schematic would be very helpful
Support GT10 Owners Manuals. View and Download Boss GT10 workshop manual online. Guitar
Effects Processor Realtime Effects Control. GT10 Recording Equipment pdf manual download.Refer
all servicing to your retailer, the nearest Roland Service. Center, or,,,, Creators are allowed to post
content they produce to the platform, so long as they comply with our policies. United Kingdom.
Company number 10637289. If you have already done some of these steps, skip to the ones that you
havent done yet and continue from there 1. Install the SY300s USB driver. You can get it here 2.
Plug a USB cable into the SY300, with the end going to your one of your computers onboard USB
ports, preferably plugged into a USB 2.0 port, or a USB 3.0 port that is backwards compatible with
USB 2.0 devices. Check your computers technical documentation if youre not sure 3. Install the
BOSS Tone Studio application. which will also install the required Adobe AIR Application Runtime
environment resources for your OS 4. With your SY300 plugged in and turned on, launch the BOSS
Tone Studio application. Recommended footswitches include the BOSS FS6 or FS7 models. Search
results for found ask for a document File Date Descr Size Popular Mfg Model Found in
chassis2model Found in repair tips.

Just for your reference, the following is my setup that my GT10 is part of It’s a powerful device,
honestly I think that it’s incredibly powerful compared to its price, that is equipped with an high
performance processor that relies on the latest BOSS COSM Composite Object Sound Modeling
technology. Just to give you an idea, let me extract for you some facts and figures from its 152 pages
long Owner’s manual Wow, isn’t it Yes, but all these power means even complexity, and despite
BOSS has made an excellent job in organizing the Human Machine Interface and writing the
manuals, believe me that the BOSS GT10 is not easy to understand and manage. I have purchased
my one in this way, half of the price and with still 8 months of guarantee left ! The impression that I
had was positive, I heard many interesting and diversified tones, and had immediately even the
sensation that it was a powerful and complex machine. They provided me a GT10 and its 152 pages
long manual, a small combo amplifier and two jack cables. I asked suggestions about how to connect
properly the stuff, and I was suggested to connect everything in the most classic way possible as
showed in figure 1 In the end I was extremely tired and the impression that I’d had wasn’t as good
as the one that the demo videos had given to me. The main reason was that I hadn’t heard a clear
difference changing basic aspects of a tone like the type of preamp in a clean sound or the type of
distortion in a distorted one. I wondered why, but at the same time I was aware of the complexity of
this device, and was quite sure that a couple of hours are not enough to master it. The Owner’s
manual at page 22 describes all the possible connections as shown in figure 2 The wide set of
diversified clean, overdriven and distorted tones that it can produce depends on them, and you
cannot appreciate them with the scheme illustrated in figure 3.

The reason is simple if you use a preamp simulation into your GT10 it shapes your guitar’s sound
with its tonal characteristics and according to its controls gain, treble, middle, presence and so on,
but your external amplifier will do the same a second time with its preamp, and the resulting effect
is not good. The last amplifier tends to prevail, and just like in my test in the musical instruments
shop you don’t hear a clear difference changing basic aspects of a tone. The BOSS GT10 only acts as
the preamp, and in this way you can fully appreciate the powerful simulations given by the COSM
technology. Make a simple test switch on only the preamp unit of your GT10 and select as a type “
Clean TWIN “, that is a simulation of a Fender Twin Reverb amplifier, or “ BG Lead “, that simulates



the lead sound of a Mesa Boogie combo amplifier, and listen by yourself. For example, in my setup
where I have a Marshall JCM 2000 Dual Super Lead series DSL100 tube head I use its amazing
distortion. That is the Question It’s good to come across a blog every once in a while that isn’t the
same outdated rehashed information. Wonderful read! What you will miss will be the simulated amps
sounds of GT10. You can use them, but they will be affected by your preamp tonal characteristics.
Dual COSM Amp modeling and Dual effects engines allows two completely different amps and
Effects chains at the same time. Great for simulating two guitar players with one guitar. Built in
40second loop recorder. EZtone function that lets ANYONE, Beginner or Pro, make great sounding
professional patches in less than a minute. Amps and effects can be switched, layered, stereo split,
or switched by picking dynamics Dynamic Input Sensing. Customizable amps, speaker cabinets,
wahs, and distortions. Manual Mode Lets the player use the GT10 s number pedal switches like
regular Stomp Boxes. Effects can be in any order per patch. System parameter allows for seamless
patch change.

Incredible real time control via 2 builtin Control CTL Pedals and Expression EXP pedal. Independent
effect loop for adding external effects. USB port that streams Audio and Data, This allows the user to
use the GT10 as a complete DAW Guitar interface.Before You Start 1. Plug In to Proper
Amplification Make sure the GT10 is connected to good sounding amplification. We suggest two pro
quality amps, such as Roland JC120s, or other amps that will not color the GT10 s tone. You can also
use good quality powered studio monitors or a PA system. If you have two identical guitar amps with
effect loops 1. Plug the left MAIN Output of the GT10 into the EFFECT RETURN oone amp. If the
amp has stereo returns, use the Left Return. 2. Plug the Right MAIN Output into the EFFECT
RETURN of the other amp. If the amp has stereo returns, use the Right Return. 3. Move the amps so
they are about four or five feet apart. If you have one guitar amp with a stereo effect loop, such as a
JC120 1. Plug both MAIN Outputs of the GT10 into the Left and Right EFFECT RETURN of the amp.
If you have two identical guitar amps without effect loops 1. Plug the Left MAIN Output of the GT10
into the CLEAN channel of the amp. If the amp has only one channel, plug into this channel. 2. Plug
the Right MAIN Output of the GT10 into the CLEAN channel of the second amp. 3. Move the amps
about four or five feet apart. 4. Set both amps for a clean sound with flat EQ. Press the CTL 1 pedal;
this will switch Amp models, and Delay type; you will also activate the Chorus and the Compressor.
4. You can also tap in the delay time by stepping on the CTL 2 pedal. The light will turn green and
you will hear your Take being played back. 4. To overdub just press down the same pedal again; the
light will turn red to indicate that you are in Recording mode. 5. To erase the loop press the BANK
UP CLEAR pedal. 6. To exit the Loop mode press the two BANK pedals at the same time again.
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